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ESS

C4E01

≥ 2.58 g/cm³

2.60-2.68 g/cm³

9.5-14.0 m2/g

≤40 Ω·cm

1.3±0.2%

≥ 155 mAh/g

≥ 140 mAh/g

≥96.0%

EV

C3P01

≥ 2.48 g/cm³

2.50-2.60 g/cm³

9.0-13.0 m2/g

≤40 Ω·cm

1.3±0.2%

≥ 156mAh/g

≥ 145 mAh/g

≥96.0%

ESS

C3E01

≥ 2.50 g/cm³

2.50-2.60 g/cm³

9.0-13.0 m2/g

≤40 Ω·cm

1.3±0.2%

≥ 155 mAh/g

≥ 140 mAh/g

≥96.0%

EV

C4P01

≥ 2.60 g/cm³

2.60-2.68 g/cm³

9.5-14.0 m2/g

≤40 Ω·cm

1.3±0.2%

≥ 156 mAh/g

≥ 142 mAh/g

≥96.0%

Application Fields

Model

Pellet Density

Cathode Materials 

· High specific capacity
· Excellent rate 
  performance

· Excellent cycling
  performance
· Low cost

· High energy density
· Excellent rate
  performance

· High energy efficiency
· Excellent cycling
  performance

Product Features

BET Surface Area

Powder Internal
Resistency

Electrode
Compaction Density

Carbon Content

0.1 C Discharge
Specific Capacity

1.0 C Discharge
Specific Capacity

0.1C Charge and
Discharge Efficiency


