
Application Fields

Model

Chemical System

Voltage

Conductivity

Moisture

HF

Density

ESS

Product Features · Long Life
· High Temperature

EL001

LFP/C

2.5~3.65 V

9.5±0.5 mS/cm

＜20 ppm

＜50 ppm

1.19±0.01 g/cm³

0.5P/0.5P

＞10000@70%

0.5P/0.5P

＞3000@70%

EV

· Fast Charging 

EL002 

LFP/C

2.5~3.65 V

14±0.5 mS/cm

＜20 ppm

＜50 ppm

1.22±0.01 g/cm³

4CSC/1C

＞1500@80%

1C/1C

＞1500@80%

EV

· High-Nickel
  Fast Charging

EN001 

Hi-Ni/SiC

2.75~4.25 V

8.5±0.5 mS/cm

＜20 ppm

＜50 ppm

1.20±0.01 g/cm³

3CSC/1C

＞1500@80%

1C/1C

＞1200@80%

EV

· High-Voltage
  Fast Charging

EN002 

Hi-V/C

2.75~4.4 V

7.8±0.5 mS/cm

＜20 ppm

＜50 ppm

1.22±0.01 g/cm³

3CSC/1C

＞1500@80%

1C/1C

＞1200@80%

EV

· High Energy
  Density 

EN003

Hi-Ni/Hi-SiC

2.5~4.25 V

8.0±0.5 mS/cm

＜20 ppm

＜50 ppm

1.20±0.01 g/cm³

3CSC/1C

＞1200@80%

1C/1C

＞1000@80%

ESS

· Ultra-long life
  Next generation

EL003

Pre-Li-LFP/C

2.5~3.65 V

9.5±0.5 mS/cm

＜20 ppm

＜50 ppm

1.21±0.01 g/cm³

0.5P/0.5P

＞15000@70%

0.5P/0.5P

＞5000@70%

Electrolytes

Cycle@45

Cycle@25


